
​Rules and Regulations for:​

​Mountain Ridge Garden Tractors​

​RWYB & Combo Class​

​Championship Series​
​www.appalachainoutlawspulling.com​
​Updated January 2026​
​Changes for 2026 are in Blue​

​Bud Weyand 814-444-2293​
​Colt Unger 724-771-8735​

​Mountain Ridge GT Pulling Series 2026​
​Class Weight Height​
​Super Stock Single 1050 13”​
​45.5 CI. Twin Cyl. (Pro V Twin Head Up) 1050 13”​
​53 CI. Twin Cyl. (OEM Head, Recast Carb) 1050 12.5”​
​Limited Pro Stock Diesel 1125 12”​

​All engines must be cubic inch checked and sealed . With 2% variance​
​(All will run together in one class)​

​( Hitch height is subject to change)​

http://www.appalachainoutlawspulling.com/


​General Rules​
​(Rules Are Subject To Change At Anytime To Promote Fairness)​

​1 All tractors must pass safety standards as determined by rules & officials​

​2.​ ​All tractors must be garden tractor variety, patented & factory built. No homemade​
​tractors.​

​3.​ ​All tractors must have a hood & stock appearing grille (for weight purposes only).​
​4.​ ​All tractors must have stock working brakes capable of safely stopping the tractor.​
​5.​ ​All tractors must have a .090 steel or 1/8" aluminum shield to cover all moving parts of​

​the engine & drive line to protect drivers & spectators.​

​6 No engines over a two-cylinder gasoline or a three-cylinder diesel will be permitted.​

​7 Exhaust must be turned up and clear top of hood as long as it passes safety inspection.​

​8 All tractors must have a working safety kill switch mounted on the rear of the tractor. It must be​
​mounted within 6" of center rear end, must have a ring that a dog chain hook can be attached &​
​must disable tractor engine & fuel pump when pin is pulled. Example: Trail a breakaway switch.​
​If electric fuel pump, kill switch must cut power.​

​9 Anti-roll equipment (wheelie bars) must be on the tractor. This equipment is made of strong​
​rigid mounted metal bars using two 5" min. diameter wheels or two 3" x 3" pads a minimum of 6"​
​apart and extended a minimum of 5" to center behind rear tires, with a maximum of 5" from​
​ground to bottom of pad or wheel's contact point. No part of anti-roll equipment can interfere​
​with sled hook up.​

​10 All weights must be securely fastened. No weights on the seat. Front weight boom or weights​
​not to extend over 96" from center of rear axle. No weight bar or parts permitted to extend out​
​over 12" to the side of the tractor. (Measured from outer sidewall of rear tires.)​

​12.Two attempts will be allowed to start sled except in pull-offs. One attempt only in a pull-off.​

​13.Pulling position will be determined by drawing. The drawing will be done prior to the event​

​14.Test puller will have the option to drop first hook and drop to last in the class​

​15.Driver must remain seated during pull. Drivers must have one hand on the steering wheel at​
​all times.​

​16.Any portion of tractor touching boundary line during pull will result in disqualification. This​
​would be limited to the front or the rear tires. There is no out of bounds once the tractor passes​
​the full pull mark. The entire tractor must pass the full pull mark.​



​17.HELMETS AND FIRESUITS ARE MANDATORY IN ALL CLASSES, MUST BE ZIPPED AND​
​SECURED. LEATHER SHOES OR BOOTS​

​18.All drivers should be clean and neatly attired. Tractors should be clean and painted. Drivers​
​under 18 years of age must have signed parental consent on file.​

​19.Open to two-wheel drive, rubber tired tractors, no dual wheel chains or spikes . TIRES MUST​
​BE NO LARGER THAN 26X12X12 FOR ALL TRACTORS​

​20..All tractors must have at least a 3" seat back on all seats. The seatback must be rigid​
​enough not to flex down excessively when leaned upon. 45 degree angle max​

​21.Methanol (unless otherwise specified), with no additives. There are two U.S. Federal Grades.​
​Grade A and AA. Either grade is permitted to use.​

​Pullers should ensure that the methanol they purchase meets federal standards of purity​

​21.Gas: must be either VP C-12 or VP C-15 unless otherwise noted. No oxygenated fuels​

​22.Diesel: fueled tractors must run diesel only with a dielectric value of no greater than 4.9 or​
​less than 2.2.​

​23.No pressurized fuel tanks, No Nitrous Oxide, Propylene Oxide is prohibited in all classes.​

​24.Hitch plate opening a minimum of 1 1/2" to provide for hook attachment. Hitch must be​
​stationary in all directions. No point of man made hitch will be forward to the center of the rear​
​axle. Hitch heights and weights are the responsibility of the driver. Periodic checks of these will​
​be made throughout the event. Hitch will be checked for regulation height at scales when​
​weighting in & must be stable in all directions. No floating hitch allowed​

​25.​​Driver must stop tractor immediately upon signal from judge or official​
​26.​​Pulling order to be determined the day of the pull.​
​27.​​Limit of 3 minutes on the scale.​
​28.​​Hitch & kill switch must be accessible to track assistant​
​29.​​Chain must not touch the wheelie bar when tight.​

​30 Must have1/4 bolt, 2:pipe, Over2,pipe must have two 1/4 bolts crossed within 1”of each other​
​in the exhaust pipe.​

​31.. Top 3 tractors may be checked and reweighted​

​32.Random check will be performed on any part or tractor at any time. Track officials and track​
​personnel will make a decision. Arguing or badgering will not be tolerated.​



​Super Stock Single​
​((NQS Rules)​

​1.​ ​1050 lbs max​
​2.​ ​13 inch hitch​

​3.50.5 Cubic Inch​

​4.​ ​Single cylinder Super Stock is defined as any tractor having one cylinder, air cooled four​
​cycle, flat head, two valves on the same side of the engine.​

​5.​ ​No reverse port engines.​
​6.​ ​Intake and exhaust port locations similar to those of a commercially produced block that​

​the engine is based on.​
​7.​ ​If a new block design is created, it must still be based on an OEM block design. All new​

​block designs must be submitted to NGTPS for approval and accompanied by​
​certification before they can be released or used in competition.​

​8.​ ​NGTPS will maintain an Approved OEM Block Design List. Only blocks on this list are​
​permitted. If a competitor wishes to add an OEM block design to the list, the design must​
​first be submitted for review and receive NGTPS approval before use.​

​9.​ ​The camshaft must be gear-driven directly from the crankshaft, consistent with the​
​traditional engine design for that type. Belt-driven, chain-driven, or other alternative​
​camshaft drive systems are not permitted.​

​10.​​Any type of Naturally Aspirated induction is permitted.​
​11.​​Electronic Fuel Injection (EFI) is not permitted.​
​12.​​Wheelbase 56 inches maximum.​

​13.Overall length 96 inches maximum.​

​14.​​All general rules apply.​

​Super Stock Carbureted only:​
​1.​ ​Same rules as Super Stock but is limited to carbureted engines only​
​2.​ ​No fuel injection of any type allowed.​



​45.5 CI. Twin Cyl.​
​Head Up 1050 LB. 13”Hitch​
​NQS Rules​

​1.​ ​Maximum engine size is 45.5 cubic inches​
​2.​ ​Billet heads are permitted; however, they must retain the traditional OEM port​

​configuration and design for that engine model. Alterations that change the origi nal port​
​orientation (such as converting from side-ported to top-ported designs) are not allowed.​
​Reverse porting is permitted​

​3.​ ​On stock head engines only minimal epoxy will be allowed, no excessive use on the​
​external portion of the intake port. Maximum allowable amount would be an area of not​
​more the 1 square inch per head. Intake manifold must bolt directly intake flange to the​
​stock on head with a maximum of .030” thick intake gasket. Adapters or flange​
​extensions are Illegal. Switching heads from one model and type to another is illegal.​

​4.​ ​Engine shielding rules: 1/8" steel or 3/16 aluminum on external side of cylinder extending​
​from head gasket to frame. The shield must be attached to the frame at the bottom and​
​to the flywheel shield at the top to make it rigid.​

​5.​ ​Wheelbase 56 inches maximum.​
​6.​ ​Overall length 96 inches maximum.​
​7.​ ​Engines: Only OEM-manufactured Kohler V-Twin blocks are permitted in the Pro V-Twin​

​class. Engines must remain factory air-cooled. No other V-Twin engine manufactured​
​blocks will be accepted, and aftermarket or reproduction blocks are not allowed. -​

​8.​ ​Front Cover / Timing Cover: The bolt-on front cover (timing cover) on Kohler V-Twin​
​blocks may be replaced with a billet version, provided it follows the same general design​
​and function as the OEM cover. Strengthening of this component and modifications to​
​improve oiling systems are permitted​

​9.Carburetor: Limited to one (1) carburetor with one (1) venturi with one (1) throttle butterfly.​
​Maximum venturi size will be 1.200". No air entering after the 1.200" restriction.​

​10.​​Steel flywheel mandatory, along with the general flywheel shielding rules of 1/8" steel or​
​3/16" aluminum 360 degrees.​

​11.​​26x12x12 max tire size. Any tire allowed​
​12.​​Firesuit and helmet required​
​13.​​Fuel will be Methanal ONLY. No fuel additives.​
​14.​​All general rules apply​



​53 CI. Twin Cyl. (OEM Head)​
​Hilliard Tractor Club Rules (Except Hitch)​

​.1. 53 cubic inches max.​

​2.​ ​Must be garden tractor block​
​3.​ ​1050 lbs Max​
​4.​ ​12.5” Hitch Height​
​5.​ ​Stock heads only No outside welding​
​6.​ ​Any manifold allowed​
​7.​ ​Carburetor 1200 ventuti max. No Billet Carbs No fuel injection allowed​
​8.​ ​Any ignition is allowed​
​9.​ ​Electric fuel pump allowed​
​10.​​Wheelie bars, brakes, safety shields required (See General Rules)​
​11.​​Must have steel flywheel No cast iron allowed​
​12.​​Must have flywheel/clutch shield in place​
​13.​​Must have working kill switch– dead man throttle​
​14.​​26x12x12 max tire size. Any tire allowed​
​15.​​Tractor must be clean & painted​
​16.​​Firesuit and helmet required​
​17.​​Fuel will be ALCOHOL ONLY. No fuel additives.​
​18.​​No pressurized oil tanks.​
​19.​​All general rules apply​

​Limited Pro Stock Diesel​
​Hitch Height 12”​
​( NQS Rules Except Weight and Hitch)​

​1.​ ​1125 lbs Max.​
​2.​ ​. The engine must be commercially produced with at least 1000 units built. Engines may​

​be no more than 3 cylinders. May be liquid or air cooled. The engine block must have a​
​factory casting model and serial numbers visible and not ground off. Ag or industrial​
​engines only; no automotive or motorcycle engines. No cut down 4 cylinder engines​
​allowed.​

​3 The engine will be no more than 70 cubic inches. This is based on the factory casting​
​numbers. No sleeving down or de-stroking larger engines.​



​4.​ ​Water injection will be allowed. Must be plain water only. Combustible agents (alcohol,​
​oxygenators) are NOT allowed in water injection. Soluble oil Lube additives are​
​permitted.​

​5.​ ​Engine modifications are permitted = Rods, Pistons, Cam, Fuel system.​
​6.​ ​Engine must have OEM intake manifolds and exhaust manifolds, polishing is permitted.​

​No tube headers or intakes.​
​7.​ ​Head work is permitted on stock OEM heads. No Billet heads. No overhead cams. Must​

​be indirect injection. No converting from indirect to direct. Injectors must remain in stock​
​location.​

​8.​ ​Injector and injector pump modifications allowed. No Billet injector pumps.​
​9.​ ​Must be "Cam Box" or "PFR" injection pump. No electronic or common rail injection​

​systems.​
​10.​​Turbo charging is permitted, but limited to a single turbo only. Turbo will be fitted with a​

​shut down guillotine on the compressor inlet side of the turbo. Exhaust "L" of turbo must​
​have a minimum of 5/16" cross in elbow with exhaust to discharge vertically.​

​11.​​An electric fuel supply pump is permitted with positive power wire to have a shut off​
​disconnect at the rear of the tractor.​

​12.​​No propane, nitrous injection or any type of secondary fuel system of any kind will be​
​permitted.​

​13.​​All tractors must be compression ignition and use Diesel fuel only. No spark plugs or​
​alcohol as a fuel. Diesel fuel must be NTPA or NQS legal.​

​14.​​Stock frames, stock appearing frame rails, and tube frames are permitted. Tube frames​
​must be covered with sheet metal. 56” wheelbase maximum.​

​15 This class is for stock appearing tractors with full hood, grill and side shields. Must be​
​recognizable as an actual modern production garden tractor or small farm tractor. Hood and​
​grille can be from a be from a different make than frame/rear end. Has to look like a tractor​

​16.​​Must use garden tractor drive line components, modifications are allowed. Internal​
​gears, front reduction housing and planetaries are allowed. No cut down automotive rear​
​ends.​

​17.​​Full metal side shields to cover engine area minimum 16 gauge steel or 14 gauge​
​aluminum.​

​18.​​Must run 5/16" cable around the oil pan over top of valve cover in a complete circle​
​connected with (2) cable clamps.​

​19.​​Must run billet steel flywheel.​
​20.​​Clutch assembly and flywheel must be surrounded 360 degrees with 1/8" steel or 3/16"​

​aluminum. This is also to include cast iron front balancer pulleys. SFI approved front​
​dampers need not be shielded.​

​21.​​Kill switch device mounted on rear of tractor must disconnect power to electric fuel pump​
​along with activating turbo guillotine.​

​22.​​Helmet face shield or goggles required. Gloves are recommended.​
​23.​​No belt driven cooling fans. Electric fans only.​
​24.​​Intercoolers and ice boxes are not permitted.​



​25 All general rules apply​

​Mountain Ridge Pulling Series​

​Combo Class 2026​

​Twin Cylinder Stock Altered​

​1.​ ​Engines: Must be a commercially available lawn and/or garden tractor engine.​
​2.​ ​25 HP Engine Allowed 45 Cubic Inch Max​
​3.​ ​Cylinder Head: Must be stock head with no external welding. Epoxy is Okay. No valve​

​restrictions. No inverting the heads STOCK APPEARING.​
​4.​ ​No Limit on Cam Shaft OEM Crank Shaft​
​5.​ ​Clean up on top of block is Okay​
​6.​ ​Down draft stock appearing carb. No billet Carb allowed​
​7.​ ​Stock plastic alum intake only.​
​8.​ ​Steel fly wheel mandatory​
​9.​ ​Spark Plug to remain in stock location​
​10.​​Air cleaner or velocity stack is allowed​
​11.​​KILL SWITCH REQUIRED​
​12.​​Electric fuel pump is allowed. Gas only​
​13.​​Wheelbase: 56 inches max, front weight boom is 8 ft from centerline of rear axle forward.​
​14.​​26/12/12 Tires​
​15.​​No Welding of the Block​
​16.​​Any ignition allowed.​
​17.​​13in hitch​
​18.​​1025 LBS​



​Mountain Ridge Pulling Series​

​Combo Class 2026​

​25 HP Sport Stock​

​1.​ ​45 Cubic in.​
​2.​ ​1125 LBS​
​3.​ ​13 inch hitch​
​4.​ ​26/12/12 tires​
​5.​ ​Stock Crank​
​6.​ ​Allowed billet rods and flat top pistons​
​7.​ ​Stock coils or Midwest new command coils​
​8.​ ​No crank trigger​
​9.​ ​Mandatory steel flywheel​
​10.​​Flat tappet cam​
​11.​​Stock rockers​

​·13. Stock length valves​

​14.​​Downdraft carbs Stock appearing. No billet carb allowed.​
​15.​​Port and polish to heads​
​16.​​OEM intakes​
​17.​​No welding to heads​
​18.​​Front pulley is allowed​
​19.​​Wheelbase: 56 inches max, front weight boom is 8 ft from centerline of rear axle forward.​



​Protest​
​Protest can be made only by a contestant in the same weight class before the next weight class​
​starts. A $250.00 cash bond with written statement of item protested and a copy of​
​specifications must be presented to a committee member to initiate protest. Protested tractors​
​will be impounded to a specified place for the committee to do checking. Appalachian Outlaws​
​Motorsport reserves the right to impound the tractor up to 24 hours after protest is made. If a​
​protested tractor is legal, bond money goes to the tractor owner or driver. If a protested tractor is​
​illegal, the tractor will then be disqualified from pulling and penalized all accumulated points​
​incurred. If a contestant refuses to have their tractor checked, they will be disqualified and not​
​permitted to compete. Protested tractors can return to the competition only after items or items​
​are proved to be in compliance with rules. At time of teardown, owner, driver, or designate is​
​responsible for the teardown and reassembly of protested items.​


