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1.  You may use any 4 & 6  cyl car with 114” wheelbase or less, FWD or RWD 

2. Any vehicle over 114” must run in Chain & Bang 

3. Wheel base will be measured,  

4.  Engine swaps allowed make to make 

5. AWD cars must remove one driveshaft 

6. Must have a 12x12 roof sign  with number on it. 

7. Volvos allowed 

 

 

                                           Car Preparation 
 

1. Battery,  must be moved to passenger side floor board or shelf off of set bar.  & 

be in steel box or 3x3 angle framework, bolted through the floor w/zero move-

ment & covered with rubber mat, Allowed any two battery include D8.             

No self-tapping screws Battery cable may run  thru the car or over the dash 

and must be secured 

2. Doors & Trunk Lid, can be chained, 9 wired or welded 4 spots per door, if  

welded, 4x4 plates 1/4” thick, 4 per door & trunk.  If driver door is welded    

solid, use 1/4” door plate or protective panel.  Can’t exceed 2” past fender, 

rear door, or rear fender.  Flat steel only. 

3. Tank Protectors  are allowed.  Protectors must be floating. Maximum of 32 

inch wide outside to outside  Protector must be attached to rear seat bar only. 

May touch the speaker deck. Must be 12 inch from the doors and 2 inch from 

the floor Halo bar may connect to gas tank protector at a 45- degree angle. 

      NO GASROTECTECTORS TO THE TRUNK!  



4  Gas Tank ; Must be removed from under car.  A 3-5 gallon metal, aluminum, or 

stainless fuel cell is mandatory with a max of 3 gallons of gas only.  NO factory fuel 

tanks are allowed to be used. Fuel cell must be mounted on floor under seat bar 

or on a shelf off the seat bar.  Fuel door must be welded shut or be taken off.  Fuel 

pump must be on switch. NO plastic tanks. Fuel line must run inside of car and 

must run over dash, and hood must be notch for them. Fuel line must be HIGH 

FUEL LINE AND MUST BE FACTORY STAMP. All fuel lines must be double clamp and 

run in conduit and all line must be secured Inline fuel pump must be mounted 

within 6 inch of the fuel cell. 

5. Set Bar and Window Bars, Mandatory seat bar or pipe 4x4 max w/plate on end 

welded into place behind seat from door post to post. You may run a windshield 

bar from cow to halo bar or roof. 2x2 max, no other window bars permitted.. One 

rear window bar welded  in center of window from speaker deck area to the halo 

bar. Or halo to tank protector.   2”in. x 1/4 round, square, or flat welded in place.. 

IF window bar on trunk lid bar will be cut and remove..   

6. Hood, must be open for inspection, & secured after in max of 4 spots w/chain 

or bolts w/nut & washer, no all-tread from frame. Must have a 12x12 hole cut in 

hood in case of fires. Hood over hang maybe folded down or cut off.  Trunk lids 

may be tucked in 1/2, folded downward     If no hood nothing can be hook to the 

water pump. 

7.  Cooling Systems,  must be original equipment or less & located under the   

hood only.  Radiators are water only, no antifreeze. Air condition equipment must 

be drained & removed 

8. Tires, may run any tire, 16” tire max. only air in tires, no studs.  Factory OEM 

wheels only, you may run weld in centers & a simple weld on bead protector, not 

overlapping edge of rim onto tire in any way . Rims with no tires must be OEM car 

rim. May used any size solid rim and solid tire on rear location of front wheel drive 

car. 

 

 



19. Bumpers ,Front and Rear:  Any automotive (car) bumper of choice, bumpers 

may be seamed welded with no added metal. Must have inspection hole on each 

side. No homemade bumpers, Bumper may be welded to bracket, then bracket 

welded to frame with no additional material. . If not using any of the factory hard-

ware you may weld bumper directly to end frame rails (hard-nosed) using a 6x6 

plate 1/4” thick &  may used added  metal of choosing 3x3x1/4 max square, round 

or flat   only 12” back the frame from the 6x6 plate, can be welded on external of 

frame only not top or bottom (nothing allowed in frame). 4x4x1/4 square tubing is         

allowed  with 6x6x1/4 plates for mounting to frame . Ends of tubing must remain 

open. . Allowed any FLAT or POINTY aftermarket SMW or DEC (or etc.) bumper 

with no gusset- 3/16” THICK.. If using a SMW bumper- may be folded and seam 

welded. You must have ends of bumper capped but must have a 1” hole to see in it 

Bumper may be chain  or 9wire with 2 links on top and 2 links on bottom welded 

to the frame. Must have slack in it. No bumper mounts can not be welded in side 

of frame rails.        No round pipe or C channel is allowed for bumpers. 

10. Bumper Height: 18” inch Front bumper from ground to bottom of bumper      

14” inch  Rear bumper from ground to bottom of bumper        

 11. Body, any added metal, extra welding, or modifications will lead to disqualifi-

cation. No wedge cars and no pre-bending in rear trunk area. Body ceasing is        

allowed. Quarter panel must remain 45% or more. Body spacer may be removed. 

12. Tie Rod,  Aftermarket tie rod end are allowed. Or you my used Hems 

13. Cage, if using a cage, must be 4-point, 3” diameter pipe or square tubing cage 

around driver, must be bolted in or welded with 1/4” plate, 3” wide, 10” long on 

each top corner where side meets front & rear bars to tie cage together.  

14. 9 Wire   You may used 9 wire any were on the car.  Max. of 2 strands and a    

total of 6 spots per season. 

15. Frame: Absolutely NO painting of frame in any fashion. Expect fix-it plates 

 

 



 

16. Fix-it Plates:   Max. of 8 plates per car ALL SEASON LONG.. All plates must be 

no larger then 4”x4”x1/4”.  Plate may be welded the hole way around.  If plate is 

used to repair rust it will count as one of the plate. All fix it plates must remain on       

external part of the frame. painted fluorescent green. If more than side by side 

plate is needed a minimum of a 1” gap must be between the fix it plate welds. The 

weld of these two plates may not be weaved together, all plates must remain in 

one piece, no cutting to make multiple plates. .   4”x6”x1/4” Parallelogram plate 

are permitted 

17. All Glass & Interior & Exterior :    Headlights, tail lights, all carpet, head  liners, 

door panels soft chrome, door handles, plastic of any kind,  all air bags,  fiberglass, 

metal header panels, backseats and trailer hitches and all glass include windshield  

must be removed, Car must be swept clean before entering the grounds. No break-

ing glass in doors.  Dashboard is optional if left in radio, ash tray, glove box any that 

came loose must be removed.  If removed you must have a dash bar.  Exterior : all 

door handles, chrome strips, mirrors, bumper covers any plastic and windshield  

18. Front Suspension:   Factory OEM suspension. No reinforcing or strengthening 

of components will be permitted. MUST BE FACTORY for the car that you are       

using..  You MAY weld or lock your suspension solid by either welding the strut 

stem or clamping the strut stem. You CANNOT add any metal to make your suspen-

sion solid!!!.  If you chain your suspension, it CANNOT be welded, bolted or 

attached to the body or frame of the car. It CANNOT add strength to any             

suspension parts.  

19. Rear Suspension :Must be OEM suspension. May be made solid. 2X2X tubing  

can be welded from the spindle to the body only.                                                            
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